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1000 Base 24 Pin (SMD)

APPLICATIONS

® Designed to support 1:1 Turn Ratio Transceivers.

® Designed for long haul Gigabit Ethernet 10/1000 Base-T, Full Duplex
applications.

® Cable interface 4 isolations and low common mode emissions.

Not shown at actual size.

® Compliant with IEEE 802.3ab standard for 1000 Base-T.

Electrical Specifications @ 25°C

Operating Temperature: 0°C to +70°C

OCL(100KHz, 0.1 Vrms with 8mA/DC Bias): 350 pH Min.
Insulation Resistance: 10,000 mQ

Isolation Voltage: 1500 Vrms

Leakage Inductance (1 MHz) : 0.5 pH Max.

Cw/w: 28pF Max.

ORDERING INFO

Differential to Common

Insertion Loss Return Loss Crosstalk Mode Rejection
Part (dB Max.) (dB Min.) (dB Min.) (dB Min.)

Number 0.3~100MHz 0.3-30 MHz 40 MHz 50 MHz 60-80 MHz 100 MHz 30 MHz 60 MHz 100 MHz 30 MHz 60 MHz 100 MHz
CT-H5004 -1.0 -18 ‘144 131 -12 -10 -45 -40 -35 -43 -37 -33
CT-H5007 -1.0 -18 -144  -131 -12 -10 -45 -40 -35 -43 -37 -33
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SCHEMATICS
CT-H5004 CT-H5007
TCT1 10— 024 MCTAH TCT1 10— 24 MCTH1
1CT:ACT 1CT:1

TD1+ 2o ? g u 023 MX1+ TD1+ 20 § 0 w 023 MX1+
TD1- 3o é % m 022 MX1- TD1- 3o m 022 MX1-

TCT2 40— 1CT-1CT 021 MCT2 TCT2 40— 1CT1 FO 21 MCT2
TD2+ 50 .é g |\J\J\J 020 MX2+ TD2+ 50 ? : LM_J 020 MX2+
TD2- 60 § é °19 MX2- TD2- 60 m °19 MX2-

TCT3 70— 1CTACT ©18 MCT3 TCT3 7°—  1cTA1 18 MCT3
TD3+ 8o .é ;. u ©17 MX3+ TD3+ 8o© é u °017 MX3+
TD3- 9o § % m °16 MX3- TD3- 9o m °16 MX3-

TCT4 10— 1CTACT °15 MCT4 TCT4 10 60— 1CT1 FO 15 MCT4
TD4+ 110 % g w °14 MX4+ TD4+ 110 é 5 w °14 MX4+
TD4- 120 g % m °13 MX4- TD4- 120 m °13 MX4-
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